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(57) ABSTRACT

Apparatus, methods, and systems for adjusting a center of
mass of a drone may include a balance track and a reposi-
tionable weight. The balance track may extend outwardly
from a central region of the drone. The balance track may
include a plurality of weight-balance fixation positions. The
repositionable weight may be configured to be secured at
any one of the plurality of weight-balance fixation positions.
Various embodiments may include receiving a weight-dis-
tribution input relating to balancing the drone. A weight-
distribution balance profile may be determined, based on the
weight-distribution input, for determining whether a repo-
sitionable weight should be repositioned among a plurality
of weight-balance fixation positions on a balance track
extending outwardly from a central region of the drone. The
repositionable weight may be repositioned according to the
weight-distribution balance profile.
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1
ADJUSTABLE WEIGHT DISTRIBUTION FOR
DRONE

BACKGROUND

A multi-rotor helicopter drone (referred to herein as a
“drone”) is an unmanned aerial vehicle that uses a plurality
of powered rotors for lift and propulsion. For example, a
quad-copter, also called a quad-rotor helicopter or quad-
rotor, is a drone that uses four powered rotors for lift and
propulsion. Similarly, an octo-copter includes eight powered
rotors. As with most aerial vehicles, drones are generally
balanced to provide orientation stability while the rotor
speeds are varied to maintain a desired orientation (i.e., roll,
pitch, or yaw). Balancing the airframe of the drone is
important because if the drone is out of balance, the rotors
may expend more energy just to maintain level flight.
However, small adjustments or additions to the airframe of
the drone (e.g., added payload or components, like a camera
or lens) can change the weight distribution and cause the
airframe to be out of balance.

SUMMARY

Various embodiments include a weight distribution appa-
ratus for adjusting a center of mass of a drone, such as a
multi-rotor helicopter drone, including a first balance track
and a repositionable weight. The first balance track may
extend outwardly from a central region of the drone. The
first balance track may include a plurality of weight-balance
fixation positions. The repositionable weight may be con-
figured to be secured at any one of the plurality of weight-
balance fixation positions.

In various embodiments, the repositionable weight may
be slidable along the first balance track between the plurality
of weight-balance fixation positions. The first balance track
may be disposed on an extension arm of the drone. The
extension arm may extend laterally from the central region,
with a distal end of the extension arm supporting an air
propulsion unit. The repositionable weight may wrap around
at least a portion of the extension arm using an essential
structural shape of the extension arm as the first balance
track. The plurality of weight-balance fixation positions may
include a series of apertures extending through the extension
arm. The repositionable weight may be configured to ride
along guide elements included on the first balance track. The
repositionable weight may include an electronic component,
such as an energy cell, an actuator, an indicator, a circuit
element, a sensor, and/or a camera. The weight distribution
apparatus may also include a control unit configured to
activate the electronic component. The control unit may be
fixed to the repositionable weight. The control unit may be
configured to activate the electronic component, such as
when the control unit is remote from the repositionable
weight. The control unit may be configured to activate the
electronic component. In addition, the control unit may
include a radio frequency transceiver and a processor
coupled to the radio frequency transceiver. The processor
may be configured with processor-executable instructions to
activate a movement of the repositionable weight from a first
one of the plurality of weight-balance fixation positions to a
second one of the plurality of weight-balance fixation posi-
tions in response to receiving an activation signal via the
radio frequency transceiver.

In various embodiments, the repositionable weight may
be removably secured to at least one of the plurality of
weight-balance fixation positions. The plurality of weight-
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balance fixation positions may be evenly distributed along a
longitudinal extent of the first balance track. In addition, a
second balance track may extend outwardly from the central
region along a second axis that may be different from a first
axis of the first balance track. The first axis may intersect the
second axis at a non-orthogonal angle. Further, a third
balance track may extend away from the central region
along a third axis that may be different from both the first
axis and the second axis. The first axis may be parallel to the
second axis. Also, the first and second axes may not be
parallel to extension arms supporting rotors of the drone.
The first balance track may be configured to change length
for changing the repositionable weight from a first one of the
plurality of weight-balance fixation positions to a second
one of the plurality of weight-balance fixation positions. The
first balance track may be configured to rotate about a
vertical central axis of the drone. In response to a change in
a weight-distribution balance profile of the drone, in which
a payload is added to or removed from the drone, the
plurality of weight-balance fixation positions may be
arranged such that the repositionable weight may be repo-
sitioned to a different one of the plurality of weight-balance
fixation positions in order to restore the weight-distribution
balance profile. The plurality of weight-balance fixation
positions may be arranged such that changing the reposi-
tionable weight from a first one of the plurality of weight-
balance fixation positions to a second one of the plurality of
weight-balance fixation positions may change the center of
mass of the drone.

Various embodiments may further include a method of
adjusting a center of mass of a drone using a weight
distribution apparatus. The method may include receiving a
weight-distribution input relating to balancing the multi-
rotor helicopter drone. In addition, a processor may deter-
mine a weight-distribution balance profile based on the
weight-distribution input. The processor may also determine
whether a first repositionable weight should be repositioned.
A signal may be output in response to determining that the
first repositionable weight should be repositioned on the first
balance track according to the weight-distribution balance
profile.

In various embodiments, the signal may be used to
reposition the first repositionable weight in a variety of
ways. In some embodiments, the signal may cause an
actuator to release the first repositionable weight for removal
from a first balance track in order to conform to the
weight-distribution balance profile. In some embodiments,
the signal may cause an actuator to move the first reposi-
tionable weight along a first balance track between a plu-
rality of weight-balance fixation positions. In some embodi-
ments, the signal may cause the actuator to rotate the first
balance track about a vertical central axis of the drone in
order to change the first repositionable weight from a first
one of a plurality of weight-balance fixation positions to a
second one of the plurality of weight-balance fixation posi-
tions. The signal may cause the actuator to rotate the first
balance track to propel the drone with direct engagement
along a surface.

In some embodiments, the weight-distribution input may
be received from a remote source. In some embodiments, the
signal may cause an indicator to indicate that the first
repositionable weight should be repositioned. In some
embodiments, the signal may cause an indicator to indicate
that the first repositionable weight should be moved along a
first balance track between a plurality of weight-balance
fixation positions. In some embodiments, the signal may
cause an indicator to indicate that the first repositionable
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weight should be removed from a first balance track in order
to conform to the weight-distribution balance profile. In
some embodiments, the signal may cause an indicator to
indicate that a second repositionable weight should be added
in order to conform to the weight-distribution balance pro-
file. In some embodiments, the signal may cause an indicator
to indicate that a length of a first balance track should be
changed in order to change the first repositionable weight
from a first one of a plurality of weight-balance fixation
positions to a second one of the plurality of weight-balance
fixation positions. In some embodiments, the signal may
cause an indicator to indicate that a first balance track should
be rotated about a vertical central axis of the drone in order
to change the first repositionable weight from a first one of
a plurality of weight-balance fixation positions to a second
one of the plurality of weight-balance fixation positions. In
some embodiments, the indicator may be on the drone
and/or remote from the drone.

In various embodiments, the method may further include
repositioning a position of the first repositionable weight
may be changed among the plurality of weight-balance
fixation positions on a first balance track extending out-
wardly from a central region of the drone. Repositioning the
position of the first repositionable weight may be in response
to determining that the first repositionable weight should be
repositioned. Repositioning the repositionable weight to a
different one of the plurality of weight-balance fixation
positions may be in response to a change in a weight-
distribution balance profile of the drone from a payload
being added to or removed from the drone. The plurality of
weight-balance fixation positions may be arranged such that
repositioning the repositionable weight restores the weight-
distribution balance profile. The repositionable weight may
be repositioned from a first one of the plurality of weight-
balance fixation positions to a second one of the plurality of
weight-balance fixation positions. The plurality of weight-
balance fixation positions may be arranged such that repo-
sitioning the repositionable weight changes the center of
mass of the drone. The first repositionable weight may be a
payload temporarily carried by the drone.

Various embodiments may include a drone having a
processor configured with instructions for performing opera-
tions corresponding to one or more embodiment methods.
Various embodiments may further include a drone with
means for performing operations corresponding to one or
more embodiment methods described herein. The various
embodiments may further include a non-transitory computer
readable medium having instructions configured to cause a
processor to perform operations corresponding to one or
more embodiment methods described herein.

BRIEF DESCRIPTION OF THE DRAWINGS

The accompanying drawings, which are incorporated
herein and constitute part of this specification, illustrate
exemplary embodiments, and together with the general
description given above and the detailed description given
below, serve to explain the features of the various embodi-
ments.

FIG. 1A shows a perspective view of a drone according to
various embodiments.

FIG. 1B is a cross-sectional view of the drone of FIG. 1A
at 1B-1B according to various embodiments.

FIG. 2A is an isolated view of an extension arm with a
weight distribution apparatus according to various embodi-
ments.
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FIG. 2B is a cross-sectional view the extension arm of
FIG. 2A at 2B-2B according to various embodiments.

FIG. 3 is a top view of a drone and a schematic relief
diagram of a control unit and remote communication device
according to various embodiments.

FIG. 4 is a cross-sectional view of a weight distribution
apparatus according to various embodiments.

FIG. 5A is an isolated view of an extension arm with a
weight distribution apparatus according to various embodi-
ments.

FIG. 5B is a cross-sectional view of the extension arm of
FIG. 5A at 5B-5B according to various embodiments.

FIG. 6A is an isolated view of an extension arm with a
weight distribution apparatus according to various embodi-
ments.

FIG. 6B is a cross-sectional view of the extension arm of
FIG. 6A at 6B-6B according to various embodiments.

FIG. 7 is a top view of a quad-copter drone with extension
arms intersecting non-orthogonally according to various
embodiments.

FIG. 8 is a top view of a tri-copter drone with extension
arms according to various embodiments.

FIG. 9 is a top view of an octo-copter drone with
extension arms according to various embodiments.

FIG. 10 is a top view of an H-frame quad-copter drone
with extension arms extending parallel to one another
according to various embodiments.

FIG. 11 is a perspective view of a drone including
balancing tracks for a weight distribution apparatus offset
from propulsion-unit extension arms according to various
embodiments.

FIG. 12 is a perspective view of a drone including
retractable/extendable balance tracks according to various
embodiments.

FIG. 13A is a perspective view of a drone including
rotating balancing tracks according to various embodiments.

FIG. 13B is a side view of the drone in FIG. 13A
according to various embodiments.

FIG. 14A is a process flow diagram illustrating an
embodiment method for adjusting a center of mass of a
drone according to various embodiments.

FIG. 14B is a process flow diagram illustrating another
embodiment method for adjusting a center of mass of a
drone according to various embodiments.

DETAILED DESCRIPTION

Various embodiments will be described in detail with
reference to the accompanying drawings. Wherever pos-
sible, the same reference numbers will be used throughout
the drawings to refer to the same or like parts. References
made to particular examples and implementations are for
illustrative purposes, and are not intended to limit the scope
of the claims.

Various embodiments include a weight distribution appa-
ratus, system, and/or method for adjusting a center of mass
of a drone, such as a multi-rotor helicopter drone. The
combined weights of the multi-rotor helicopter drone,
including any payload, may be taken into account to achieve
a desired center of mass for the combined masses. In
accordance with various embodiments, the center of mass of
the drone may be adjusted using one or more balance tracks
extending outwardly from a central region of the drone. The
balance tracks may each include a plurality of weight-
balance fixation positions configured to receive a reposition-
able weight for achieving the desired center of mass. The
repositionable weights, when positioned in an appropriate
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weight-balance fixation position, may balance the drone to
compensate for imbalances from payloads, such as tempo-
rarily transported packages for newly added components. In
this way, balance may be achieved despite the removal of
payload(s) or the addition of new, unusual, or different
payloads.

In various embodiments, a payload carried by the drone,
such as a component having a purpose other than to balance
the drone, may be used as the repositionable weights. The
drone may be re-balanced by changing a position of the
payload or a payload attachment tether to a selected weight-
balance fixation position. Using the payload as the reposi-
tionable weight eliminates or minimizes the need for added
weight that serves no purpose other than to balance the
drone.

The terms “multi-rotor helicopter drone” and “drone” are
used interchangeably herein to refer to an unmanned aerial
vehicle. A drone may generally be configured to fly autono-
mously, semi-autonomously, or controlled wirelessly by a
remote piloting system that is automated and/or manually
controlled. A drone may be propelled for flight in any of a
number of known ways. For example, a plurality of propul-
sion units, each including one or more propellers, may
provide propulsion or lifting forces for the drone and any
payload carried by the drone. One or more types of power
source, such as electrical, chemical, electro-chemical, or
other power reserve may power the propulsion units.

As used herein, the terms “center of mass” refer to the
point in, on, or near the drone at which the whole mass of
the drone, including the payload, may be considered as
concentrated. A change in the center of mass of the drone
may provide balance, which may equate to stability and/or
increased efficiency powering propulsion units in flight.

As used herein, the term “payload” refers to any load
carried by the drone that may be removed from or reposi-
tioned on the drone. Payload may include things that are
carried by the drone, including instruments (e.g., cameras,
sensors, etc.), components, and packages. Payload may
include temporary items, such as packages, that are carried
by the drone for a limited duration. In addition, payload may
include long-term or permanent items necessary for the
operation of the drone. Payloads may be directly attached to
the airframe, such as via a payload attachment fixture, or
carried beneath the airframe on a tether.

As used herein, the term “actuator” refers to a mechanical
device that converts energy into motion, by which a control
system may act upon an environment. The source of energy
may be, for example, an electric current, hydraulic fluid
pressure, pneumatic pressure, mechanical energy, thermal
energy, or magnetic energy. For example, an electric motor
assembly may be a type of actuator that converts electric
current into a rotary motion, and may further convert the
rotary motion into a linear motion to execute movement. In
this way, an actuator may include a motor, gear, linkage,
wheel, screw, pump, piston, switch, servo, or other element
for converting one form of energy into motion.

Various embodiments may be implemented on different
types of multi-rotor helicopter drones, such as a quad-copter
drone 10 illustrated in FIG. 1A. The drone 10 may include
a weight distribution apparatus 100 for adjusting a center of
mass thereof. The drone 10 may include a frame 110 and a
plurality of air propulsion units 120 supported on extension
arms 130. FIG. 1A illustrates four air propulsion units 120,
each mounted on a distal end 139 of a separate extension
arm 130. Each of the air propulsion units 120 may include
a propeller 125. The air propulsion units 120 may collec-
tively provide vertical and/or horizontal propulsion. In addi-
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tion, varying levels of power may be supplied to individual
air propulsion units 120 for controlling stability and maneu-
verability during take-off, landing, and in flight. The frame
110 may also support various other components (not
shown), including controls, actuators, power sources, cam-
eras/sensors, circuit elements, and communication systems.

The drone 10 may generally fly in any unobstructed
horizontal and vertical direction or may hover in one place.
In addition, the drone 10 may be configured with processing
and communication devices that enable the drone 10 to
navigate, such as by controlling the air propulsion units 120
to achieve flight directionality and to receive position infor-
mation and information from other system components
including vehicle systems, package delivery service servers
and so on. The position information may be associated with
the current position of the drone 10 and the location of the
delivery or other destination.

For ease of description and illustration, some details of the
drone 10 are omitted, such as wiring, frame structure inter-
connects or other features that would be known to one of
skill in the art. For example, while the drone 10 is described
as having extension arms 130 secured to the frame 110, a
drone may be constructed with a frame integrally formed
with the extension arms 130. In various embodiments, the
drone 10 includes four air propulsion units 120, but more or
fewer air propulsion units 120 may be used.

In various embodiments, the drone 10 may include the
weight distribution apparatus 100 for adjusting a center of
mass of the drone 10. In some embodiments, the weight
distribution apparatus 100 may include a balance track 140
configured to receive a repositionable weight 150 for adjust-
ing the center of mass. The balance track 140 may extend
laterally away from a central portion 115 of the frame 110.
In addition, the balance track 140 may include a plurality of
weight-balance fixation positions 145 spaced apart along a
longitudinal extent of the balance track 140. Each of the
weight-balance fixation positions 145 may be disposed a
different horizontal distance from a center (e.g., center of the
central portion 115) of the drone 10. Each repositionable
weight 150 provides a weight force acting on the balance
track 140 at the weight-balance fixation position 145 in
which it is secured. In particular, a center of mass of each
repositionable weight 150 may be configured to provide the
weight force at a precise load location relative to the
weight-balance fixation position 145 (e.g., a center of each
weight-balance fixation position 145). A distance from the
center of the drone 10 to the precise load location, multiplied
by the weight of the repositionable weight 150, equals a
rotational balancing force, in a pitch or yaw direction,
provided by the repositionable weight 150. In this way, the
weight-balance fixation positions 145 disposed closer to the
central portion 115 (i.e., closer to a proximal end 131 of the
extension arm 130) are associated with smaller rotational
balancing forces than the weight-balance fixation positions
145 disposed furthest from the central portion 115 (i.e.,
closer to the distal end 139 of the extension arm 130). Both
the weight of the repositionable weight 150 and the weight-
balance fixation positions 145 to which the repositionable
weight 150 is attached or otherwise coupled may be selected
based on the amount of balancing force needed to offset
imbalances in the frame 110, such as from an attached
payload 50. In other words, securing the repositionable
weight 150 in one of the weight-balance fixation positions
145 shifts the center of mass of the drone 10 by a deter-
minable amount. The weight-balance fixation positions 145
are illustrated as being evenly spaced, but other spacing may
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be used. For example, the spacing may incrementally get
smaller or greater along an extent of the balance track 140.

By including more than one balance track 140 extending
in different directions from the central portion 115, the
weight distribution apparatus 100 may enable adjustment of
the center of mass along two axes. Individual repositionable
weights 150 on different balance tracks 140 may be placed
(e.g., removably secured) at different distances from the
central portion 115 in order to balance the drone 10.

The repositionable weights 150 may be removably
secured, meaning that the repositionable weights 150 may
each be separately attached to the balance track 140, but
subsequently removed from the balance track 140 for repo-
sitioning the weights. In addition, in order to conform to a
determined weight-distribution profile, one or more of the
repositionable weights 150 may be removed from the bal-
ance track 140, and not repositioned thereon.

The drone 10 may include pairs of the balance tracks 140
extending in opposite directions from the central portion 115
and along a longitudinal axis 135 (indicated as double-
headed arrows in FIG. 1A) common to both balance tracks
140. One of the longitudinal axes 135 of a first pair of
extension arms 130 may extend perpendicular to another one
of the longitudinal axis 135 of a second pair of the extension
arms 130.

The frame 110 may also carry a payload 50 (e.g., one or
more packages), using package securing elements, such as
fasteners or a suitable compartment (not shown). The drone
10 may be equipped with a package-securing unit (not
shown), such as a gripping and release mechanism, with a
motor and so on, configured to at least temporarily grasp and
hold the payload 50. The payload 50 may be a single unitary
element or multiple elements grouped together or separately.
In addition, the payload 50 may be one or more packages or
components carried by the drone 10 on a short-term basis,
long-term basis, permanently, or some combination thereof.
While the payload 50 is illustrated in FIG. 1A as being
attached in the central portion 115 underneath the frame 110,
the payload may alternatively be attached atop the frame 110
or any other suitable location. Also, the payload 50 may be
attached via a tether connected to an attachment structure or
winch instead of directly to the frame 110.

FIG. 1B is a cross-sectional view of the balance track 140
at cross-section 1B-1B in FIG. 1A illustrating the balance
track 140, which is an integral part of the structure of the
extension arm 130, supporting the repositionable weight 150
according to some embodiments. With reference to FIGS.
1A and 1B, the structure of the extension arm 130 may form
all or part of the balance track 140 and/or the plurality of
weight-balance fixation positions 145. For example, the
structure of the extension arm 130 may include structural
shape that lends rigidity to the arm, such as a T-beam or
I-beam cross-section. A part of the structure of the extension
arm 130 may be used as the balance track 140. In addition,
a series of apertures may be formed in the extension arm 130
for reducing weight or providing other structural or aero-
nautical characteristics. Those same apertures may be used
as the plurality of weight-balance fixation positions 145.

In some embodiments (e.g., FIG. 1B), the repositionable
weight 150 wraps completely around the extension arm 130,
like a sleeve surrounding a segment of the extension arm
130. In such embodiments, the repositionable weight 150
may include an interior passage 152 with a cross-sectional
shape that matches a portion of the balance track 140 for
guiding the repositionable weight along the balance track
140. In this way, the repositionable weight 150 may not be
easily separated from the drone 10. The repositionable
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weight 150 may include a portion that separates for remov-
ing the repositionable weight 150 from the extension arm
130. Alternatively, the repositionable weight 150 need not
wrap all the way around the extension arm 130, but just
enough to guide and/or ensure the repositionable weight 150
does not separate from the balance track 140 (i.e., the
extension arm).

The repositionable weight 150 may be removably secured
to the balance track 140 and selectively released for manu-
ally moving to a different position along the balance track
140. Once secured to the balance track 140, the reposition-
able weight 150 may remain fixed in at least one of the
plurality of weight-balance fixation positions 145.

A fastener 160 may maintain the repositionable weight
150 in a particular one of the plurality of weight-balance
fixation positions 145. For example, the fastener 160 may
include a spring 167 that biases a ball 165 toward the
extension arm 130. In this example structure, when the ball
165 is aligned with one of the apertures forming the weight-
balance fixation positions 145, the ball 165 may be at least
partially seated within that aligned aperture. The spring 167
may be selected to provide a suitable biasing force in order
to hold the ball 165 in the aligned aperture and thereby hold
in-place the repositionable weight 150. The biasing force
may also be light enough that a manual sliding of the
repositionable weight 150 along the extension arm will force
the ball 165 out of the aligned aperture and allow the
repositionable weight 150 to be moved to a different one of
the weight-balance fixation positions 145. Alternatively, the
repositionable weight 150 may have a button or aperture for
pushing the ball 165 against the spring, which pushes the
ball 165 out of the aligned aperture, freeing the reposition-
able weight 150 to move along the extension arm 130. In this
way, when the fastener 160 is retracted the repositionable
weight 150 is released to move along the balance track 140.

The fastener 160 is merely one type of fastener and other
fasteners may be used. For example, a nut and bolt, screw,
locking pin, or other fastener may be employed to remov-
ably secure the repositionable weight 150 in a select weight-
balance fixation position. In addition, the fastener 160 may
be a manually adjusted element, an electro-mechanical ele-
ment controlled by a circuit or processor, or a combination
thereof.

With the fastener 160 retracted, the repositionable weight
150 may be released from one of the plurality of weight-
balance fixation positions 145 for repositioning to another
(e.g., along the longitudinal axis 135 in FIG. 1A). The
repositionable weight 150 may be configured to slide along
the balance track 140 between the plurality of weight-
balance fixation positions 145. Each of the repositionable
weights 150 may be moveable toward or away from the
central portion of the frame (e.g., 115) along the balance
track 140. Internal surfaces of the repositionable weight 150
may be designed to have a low coefficient of friction in order
to promote smooth movement along the balance track 140.
Alternatively, the repositionable weight 150 and/or the bal-
ance track 140 may include rollers or ball bearings for
reducing friction.

FIG. 2A is an isolated perspective view of a weight
distribution apparatus 200 for adjusting a center of mass of
a drone (e.g., 10 in FIG. 1A) according to various embodi-
ments. With reference to FIGS. 1A-2A, in various embodi-
ments, the weight distribution apparatus 200 may include a
balance track 240 for holding a repositionable weight 250 in
one or more of a plurality of weight-balance fixation posi-
tions. The balance track 240 may be attached to and disposed
on one of the extension arms 130, which supports a single
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one of the air propulsion units 120 of a drone (e.g., 10). The
balance track 240, as well as the extension arm 130, may
extend laterally from the proximal end 131 adjacent the
central region (e.g., 115) to the distal end 139 adjacent the
air propulsion unit 120. In addition, the balance track 240
may be one of multiple such balance tracks, each extending
laterally on separate extension arms 130.

The balance track 240 may be formed as a rail assembly
with parallel guide elements 242 and crossbars 245. The
repositionable weight 250 may ride along the parallel guide
elements 242. In some embodiments, the repositionable
weight 150 may be positioned anywhere along the balance
track 240 providing an almost infinite number of weight-
balance fixation positions. The repositionable weight 250
may be removably secured to the balance track 240 at a
particular location by a locking pin or strap (not shown).
Alternatively, a gear or wheel assembly of the repositionable
weight 250 may be lockable in order to keep the reposition-
able weight 250 from changing positions along the balance
track 240. Alternatively, a brake element (not shown) on the
repositionable weight 250 may hold onto or engage the
crossbars 245 that serve to define the weight-balance fixa-
tion positions. In this way, the repositionable weight 250
may be positioned anywhere along the balance track 240 to
adjust the overall balance or center of gravity of the drone.

In some embodiments, the repositionable weight 250 may
include an indicator 256 for providing an indication that the
repositionable weight 250 should or should not be reposi-
tioned. For example, the indicator 256 may provide a visual
indication that suggests a direction the repositionable weight
250 should be moved (e.g., an arrow pointing in a direction).
Alternatively or additionally, the indicator 256 may provide
an audible indication (i.e., sound). Another indicator, which
may be similar to the indicator 256, may optionally be
disposed on the balance track 240, the extension arm 130,
and/or another component.

FIG. 2B is a cross-sectional view at cross-section 2B-2B
in FIG. 2A, illustrating the balance track 240 on the exten-
sion arm 130, supporting the repositionable weight 250
according to an embodiment. With reference to FIGS.
1A-2B, in various embodiments, the repositionable weight
250 may include a rail-support assembly 252, such as an
actuator, rail-wheels, or glide elements. In addition, the
repositionable weight 250 may include a control unit 255 for
controlling the movement or fixation of the repositionable
weight 250 through the rail-support assembly 252. Option-
ally, the control unit 255 may include or be coupled to one
or more radio frequency transceivers (e.g., Peanut, Blu-
etooth, Bluetooth LE, Zigbee, Wi-Fi, RF radio, etc.) and an
onboard antenna 257 for sending and receiving communi-
cations, coupled to a processor (e.g., 320 in FIG. 3). For
example, the onboard antenna 257 may receive control
signals for activating and/or controlling the control unit 255.
In addition or alternatively, the onboard antenna 257 may
transmit status information about the repositionable weight
250 or other data, such as information collected by an
onboard sensor. As a further alternative, the control unit 255
may output a signal to the indicator 256 or the like to
indicate that the repositionable weight 250 should or should
not be moved along the balance track 240.

FIG. 3 is a top view of the drone 10, with a schematic
diagram of the control unit 255 and a remote communication
device 300 according to various embodiments. With refer-
ence to FIGS. 1A-3, in various embodiments, the control
unit 255 may be located in one or more of the repositionable
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10
weights (e.g., 150 in FIGS. 1A-1B or 250 in FIGS. 2A-2B)
and/or another portion of the drone 10 (e.g., the central
portion 115).

The control unit 255 may include a power module 310,
the processor 320, and a radio frequency (RF) module 330.
The processor 320 may include a memory 321 and sufficient
processing power to conduct various control and computing
operations for controlling the repositionable weights (e.g.,
150, 250) and/or a component part thereof. The processor
320 may be powered from the power module 310, a power
source outside the control unit 255, or a combination
thereof. The processor 320 may be one or more multi-core
integrated circuits designated for general or specific pro-
cessing tasks. The memory 321 may be volatile or non-
volatile memory, and may also be secure and/or encrypted
memory, or unsecure and/or unencrypted memory, or any
combination thereof. In other embodiments (not shown), the
control unit 255 may also be coupled to an external memory,
such as an external hard drive.

The processor 320 may communicate with the remote
communication device 300 through the RF module 330. The
onboard antenna 257 may be used to establish a wireless link
355 (e.g., a bi-directional or unidirectional link) to a remote
antenna 357 of the remote communication device 300. The
remote communication device 300 may be a device located
elsewhere on the drone 10 (e.g., the central portion 115 or in
another repositionable weight) or remote from the drone 10.
The RF module 330 may support communications with
multiple ones of the remote communication devices 300.
While various components (e.g., the power module 310, the
processor 320, or the RF module 330) of the control unit 255
are shown as separate components, in some embodiments,
some or all of the components may be integrated together in
a single device, chip, circuit board, or system-on-chip.

In some embodiments, the control unit 255 may be
equipped with an input module 340, which may be used for
a variety of applications. For example, the input module 340
may receive images or data from an onboard camera or
sensor, or may receive electronic signals from other com-
ponents (e.g., the payload 50). The input module 340 may
receive an activation signal for causing actuators on the
drone (e.g., activating the motor assembly 567 in FIG. 5B)
to reposition the repositionable weight (e.g., 150 in FIGS.
1A-1B or 250 in FIGS. 2A-2B). In addition, the control unit
255 may include an output module 345. The output module
345 may be used to activate components (e.g., an energy
cell, an actuator, an indicator, a circuit element, a sensor,
and/or a camera) that are configured to be used as the
repositionable weight and/or transfer data. Components acti-
vated by the output module 345 may be configured to be
used as the repositionable weight, be disposed elsewhere on
the drone 10, or disposed remote from the drone 10. For
example, the output module 345 may control the rail-support
assembly (e.g., 252 in FIG. 2B) for controlling the move-
ment or fixation of the repositionable weight. In this way,
one or more components may be configured to be reposi-
tionable so a mass of each component may be used to
balance the drone 10.

In various embodiments, the drone 10 may be configured
to automatically adjust a weight distribution. For example,
the control unit 255, through the input module 340, may
receive an input indicating the drone 10 is out-of-balance.
The input may include sufficient information for the pro-
cessor 320 to determine a weight-distribution profile and/or
whether to reposition a repositionable weight. In addition,
the processor 320 may determine where to reposition the
repositionable weight in order to initially balance or restore
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balance to the drone 10, such as when a payload has been
added, removed, and/or moved. In response to determining
that the repositionable weight should be repositioned, the
processor 320 may output a weight-adjustment signal, such
as through output module 345 for adjusting the weight
distribution. For example, the weight-adjustment signal may
cause motors to move one or more repositionable weights.
In addition, the drone 10 may include multiple ones of the
processor 320, each controlling a separate repositionable
weight, but working together to balance the drone 10.

In various embodiments, the control unit 255 may receive
remote instructions, such as through the RF module 330, for
dynamically adjusting the weight distribution. For example,
the remote communication device may transmit instructions
to or otherwise communicate with the control unit 255. In
this way, the remote communication device 300 may include
or be coupled to a remote processor 302 configured to
determine the weight-distribution profile and/or whether the
repositionable weight should be repositioned. For example,
the remote communication device 300 may be a computing
device (e.g., cellular telephones, smart phones, laptop com-
puters, tablet computers, smart books, palm-top computers,
personal or mobile multi-media players, personal data assis-
tants (PDA’s), and similar electronic devices, etc.) and/or be
coupled a remote computing device including another
remote processor. In response to determining that the repo-
sitionable weight should be repositioned, the remote pro-
cessor 302 may output a signal that may be transmitted, such
as via the wireless link 355, to the processor 320 onboard the
drone 10. This signal may cause the processor 320 onboard
the drone 10 to output a weight-adjustment signal, such as
through an output module 345, for adjusting the weight
distribution. In addition, the drone 10 may include multiple
ones of the control unit 255, each controlling a separate
repositionable weight, but working together to balance the
drone 10. Alternatively, the remote processor 302 and the
processor 320 onboard the drone 10 may share in making
determinations, such as those described.

FIG. 4 is a cross-sectional view, similar to the view shown
in FIG. 2B, illustrating a weight distribution apparatus 400
for adjusting a center of mass of a drone (e.g., 10 in FIGS.
1A and 3) according to various embodiments. With reference
to FIGS. 1A-4, in various embodiments, the weight distri-
bution apparatus 400 may include a repositionable weight
450, including side brackets 452 for guiding and maintain-
ing the repositionable weight 450 on the balance track 440.
The balance track 440 may be one of multiple such balance
tracks, each extending laterally on separate extension arms
130 (e.g., see FIGS. 1A and 3).

FIG. 5A is a perspective view of a weight distribution
apparatus 500 for adjusting a center of mass of a drone (e.g.,
10 in FIGS. 1A and 3) according to various embodiments.
With reference to FIGS. 1A-5A, in various embodiments,
the weight distribution apparatus 500 may include a balance
track 540 for holding a repositionable weight 550 in one or
more of a plurality of weight-balance fixation positions 545.
The balance track 540 may be included as part of, attached
to, or disposed on one of the extension arms 130, which
supports a single one of the air propulsion units 120 of a
drone (e.g., 10 in FIG. 1A). The balance track 540, as well
as the extension arm 130, may extend laterally from the
central region (e.g., 115 in FIG. 1A) of the drone toward the
air propulsion unit 120. The balance track 540 may be one
of multiple such balance tracks, each extending laterally on
separate extension arms 130 (e.g., see FIGS. 1A and 3).

The repositionable weight 550 may be or include an
electronic component 570 of the drone. In this way, the
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repositionable weight 550 may be configured to perform
functions in addition to adjusting the center of mass of the
drone. For example, the electronic component 570 may
include a camera, a sensor, an actuator, an indicator, and/or
an energy cell. In addition, the electronic component 570
may supply power, such as in the case of the electronic
component 570 being an energy cell, and/or draw power,
such as in the case of the electronic component 570 being a
camera, sensor, actuator, or indicator. As a power supply, a
conductive strip 575 may couple the electronic component
570 to other components of the drone. The conductive strip
575 may extend along the balance track 540 so that the
repositionable weight 550 may remain coupled to the con-
ductive strip 575 in any of the plurality of weight-balance
fixation positions 545. In this way, remote elements such as
the air propulsion unit 120 or other components may receive
power from the electronic component 570 via the conductive
strip 575. Alternatively or additionally, the conductive strip
575 may supply power to the electronic component 570. In
this way, the conductive strip 575 may power, partially or
exclusively, the electronic component 570.

FIG. 5B is a cross-sectional view at cross-section 5B-5B
in FIG. 5A, illustrating the balance track 540 on the exten-
sion arm 130, supporting the repositionable weight 550
according to an embodiment. With reference to FIGS.
1A-5B, in some embodiments, the repositionable weight
550 may include an actuator, such as a motor assembly 567
and an advancement mechanism 565, for removably secur-
ing the repositionable weight 550 to the balance track 540
and/or repositioning the repositionable weight 550 along the
balance track 540. The motor assembly 567 may control the
advancement mechanism 565 for moving the repositionable
weight 550 or holding in-place the repositionable weight
550 at a particular one of the plurality of weight-balance
fixation positions 545. The advancement mechanism 565
may include a moveable arm, pins, or gears configured to
grab hold of the extension arm 130 or balance track 140 for
movement. For example, the advancement mechanism 565
may move while leveraging an edge of the apertures forming
the plurality of weight-balance fixation positions 545 for
movement. Similarly, the advancement mechanism 565 may
lock and thus hold the repositionable weight 550 in a
particular position. In this way, the motor assembly 567 may
slide the repositionable weight 550 along the balance track
540. Alternatively, from a locked configuration, the
advancement mechanism 565 may be actuated in a way that
releases the repositionable weight 550 from being held in the
particular one of the plurality of weight-balance fixation
positions 545 for manual repositioning or movement by
other means.

The motor assembly 567 and/or any other electronic
component on the repositionable weight 550 (e.g., the elec-
tronic component 570 in FIG. 5A) may be activated manu-
ally and/or activated by a controller (e.g., the control unit
255 in FIG. 2B). In addition, the activation of the motor
assembly 567 or any other electronic component may be
from a switch or controller that is located either locally on
the repositionable weight 550 or remotely. For example, a
local switch may include a button on the repositionable
weight 550 for activating the motor assembly 567. Similarly,
located on or in the repositionable weight 550, the control
unit (e.g., 255 in FIG. 2B) with a processor may be config-
ured with processor-executable instructions to perform
operations, such as causing the motor assembly 567 to
reposition the repositionable weight 550. Further, the control
unit may receive input from a remote source elsewhere on
the drone or through wireless communications (e.g., via the
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onboard antenna 257 in FIG. 2B) remote from the drone. In
some embodiments, a switch or the control unit located
elsewhere on the drone (e.g., the central portion 115 in FIG.
1A) may activate the motor assembly 567, such as by
directing power thereto (e.g., via the conductive strip 575 in
FIG. 5A).

FIG. 6A is a perspective view of a weight distribution
apparatus 600 for adjusting a center of mass of a drone (e.g.,
10 in FIGS. 1A and 3) according to various embodiments.
With reference to FIGS. 1A-6A, in various embodiments,
the weight distribution apparatus 600 may include a balance
track 640 for holding one or more repositionable weights
650 in one or more of a plurality of weight-balance fixation
positions 645. The balance track 640 may be part of,
attached to, or disposed on one of the extension arms 130
that supports a single one of the air propulsion units 120 of
a drone (e.g., 10 in FIGS. 1A and 3). The balance track 640,
as well as the extension arm 130, may extend laterally from
the central region (e.g., 115 in FIG. 1A) of the drone toward
the air propulsion unit 120. The balance track 640 may be
one of multiple such balance tracks, each extending laterally
on separate extension arms 130 (e.g., see FIGS. 1A and 3).

In various embodiments, the repositionable weights 650
may be removably secured to at least one of the weight-
balance fixation positions 645. For example, one of the
repositionable weights 650 is shown secured in a first
position (indicated by the arrow extending from a circle
labeled “1”). The first position may be selected for the one
of the repositionable weights 650 to balance the drone based
on a particular payload configuration. The one of the repo-
sitionable weights 650 may be repositioned to a second
position (indicated by the arrow extending from a circle
labeled “2”). In the second position, the one of the reposi-
tionable weights 650 moves the center of mass of the overall
drone away from the central portion (e.g., 115 in FIGS. 1A
and 3) and toward a distal end 139 of the extension arm 130.
The plurality of weight-balance fixation positions 645 may
be evenly distributed along a longitudinal extent of the
balance track 640 for providing a linear adjustment when
moving one of the repositionable weights 650. Alternatively,
the plurality of weight-balance fixation positions 645 may
have an uneven distribution, such as an increasing or
decreasing spacing along the longitudinal extent of the
balance track 640. In addition, the balance track 640 may be
one of multiple such balance tracks, each extending laterally
on separate extension arms 130 (e.g., see FIGS. 1A and 3).

In various embodiments, the repositionable weights 650
may each include an energy cell. In this way, an onboard
power source may double as part of the weight distribution
apparatus 600. The conductive strip 575 (similar to that
described with reference to FIGS. 5A and 5B) may extend
along the balance track 640 so that the repositionable
weights 650 may be electrically coupled to the conductive
strip 575 in any of the plurality of weight-balance fixation
positions 645.

FIG. 6B is a cross-sectional view at cross-section 6B-6B
in FIG. 6A, illustrating the balance track 640 on the exten-
sion arm 130, supporting one of the plurality of reposition-
able weights 650 according to some embodiments. With
reference to FIGS. 1A-6B, the repositionable weights 650
may include a fastening mechanism 655 for removably
securing each one of the plurality of repositionable weights
650 to the balance track 640. The fastening mechanism 655
may extend through an aperture forming a particular one of
the plurality of weight-balance fixation positions (labeled as
“645”). This may allow the fastening mechanism 655 to
reach through the extension arm 130 and engage a back-
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plate element 651 designed to receive and hold the fastening
mechanism 655 once secured therein. The back-plate ele-
ment 651 may include a recess for matingly receiving and
holding the fastening mechanism 655 therein. For example,
the fastening mechanism 655 may include a threaded shaft
that matches a threaded recess or aperture in the back-plate
element 651. A variation of the back-plate element 651 may
include a nut and washer arrangement that mates to a
threaded shaft of the fastening mechanism 655. Alterna-
tively, the fastening mechanism 655 and the back-plate
element 651 may include magnetic elements for holding
together the fastening mechanism and the back-plate ele-
ment 651. In addition, the back-plate element 651 may be
configured in more than one size or weight so that the
back-plate element 651 may add to the weight of the
repositionable weights 650.

FIG. 7 is a top view of a drone 17 that includes a weight
distribution apparatus 700 for adjusting a center of mass
according to various embodiments. In various embodiments,
the drone 17 and/or components thereof may generally
correspond to the drone 10 (e.g., FIGS. 1A and 3). With
reference to FIGS. 1A-7, the weight distribution apparatus
700 may include balance tracks 740 extending laterally from
a central region of the drone 17. The balance track 740 may
be configured to receive a repositionable weight 750 for
adjusting the center of mass of the drone 17. The drone 17
may include four propellers 125 (i.e., a quad-copter) driven
by air propulsion units (e.g., 120 in FIG. 1A). Extension
arms supporting the propellers 125 may form the balance
tracks 740 (e.g., 130 in FIGS. 1A-2B and 4-6B). The balance
tracks 740 include a plurality of weight-balance fixation
positions distributed continuously along an axis 735 com-
mon to and extending longitudinally across two opposed
extension arms. Marks, stops, apertures, or other demarca-
tions in or on the balance tracks 740 may establish particular
ones of the plurality of weight-balance fixation position. In
such embodiments, a repositionable weight 750 may be
repositionable (e.g., by sliding or being removed and re-
secured in another position) along the balance track 740
from one extension arm (e.g., one of the extension arms on
the right side of FIG. 7) to the opposed extension arm (e.g.,
one of the other extension arms on the left side of FIG. 7)
along the axis 735.

Two of the axes 735 may intersect at a non-orthogonal
angle X. The non-orthogonal angle X may be larger or
smaller as appropriate for aecrodynamics, payload configu-
ration, or other considerations. In alternative embodiments,
the extension arms forming the balance tracks 740 may
change shape or be moveable. For example, the extension
arms forming the balance tracks 740 may retract or extend
in order to shorten or lengthen the balance tracks 740, and
thus change the position of one or more of the repositionable
weights 750. As a further example, the extension arms
forming the balance tracks 740 may pivot, changing the
non-orthogonal angle X. The drone may be configured to
operate in a first flight mode in which the balance tracks 740
are set to a first length and/or a first angle, and in a second
flight mode in which the balance tracks 740 are set to a
second length and/or a second angle.

FIG. 8 is a top view of a three-rotor drone 18 that includes
a weight distribution apparatus 800 for adjusting a center of
mass according to various embodiments. In various embodi-
ments, the drone 18 and/or components thereof may gener-
ally correspond to the drone 10 (e.g., FIGS. 1A and 3). With
reference to FIGS. 1A-8, the weight distribution apparatus
800 may include three balance tracks 840 extending laterally
from a central region of the drone 18. Each of the balance
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tracks 840 extend in a different direction. The balance track
840 may be configured to receive a repositionable weight
850 for adjusting the center of mass. The drone 18 may
include three propellers 125 (i.e., a tri-copter) driven by air
propulsion units (e.g., 120 in FIG. 1A). Extension arms
supporting the propellers 125 may form the balance tracks
840 (e.g., 130 in FIGS. 1A-2B and 4-6B). The three balance
tracks 840 may include a plurality of weight-balance fixation
positions distributed along an axis 835 extending longitu-
dinally along each extension arm. The repositionable weight
850 is repositionable (e.g., by sliding or being removed and
re-secured in another position) along any one of the three
balance tracks 840, moving to the central region in order to
change from one of the balance tracks 840 to another one of
the balance tracks 840.

FIG. 9 is a top view of an eight-rotor drone 19 that
includes a weight distribution apparatus 900 for adjusting a
center of mass according to various embodiments. In various
embodiments, the drone 19 and/or components thereof may
generally correspond to the drone 10 (e.g., FIGS. 1A and 3).
With reference to FIGS. 1A-9, the weight distribution appa-
ratus 900 may include two sets of four balance tracks 941,
942 extending laterally from a central region of the drone 19.
The two sets of four balance tracks 941, 942 may be
configured to receive a repositionable weight 950 for adjust-
ing the center of mass. The drone 19 may include eight
propellers 125 (i.e., an octo-copter) driven by air propulsion
units (e.g., 120 in FIG. 1A). Extension arms supporting the
propellers 125 may form the two sets of four balance tracks
941, 942 (e.g., 130 in FIGS. 1A-2B and 4-6B). The eight
propellers 125 may be divided into two groups correspond-
ing to the two sets of four balance tracks 941, 942, with each
group at a different height so the propellers 125 do not
collide. The two sets of four balance tracks 941, 942 include
a plurality of weight-balance fixation positions distributed
continuously along an axis extending longitudinally along
each extension arm. The repositionable weight 950 may be
repositionable (e.g., by sliding or being removed and re-
secured in another position) along any one of the two sets of
four balance tracks 941, 942.

FIG. 10 is a top view of another configuration of a
quad-rotor drone 20 that includes a weight distribution
apparatus 1000 for adjusting a center of mass according to
various embodiments. In various embodiments, the drone 20
and/or components thereof may generally correspond to the
drone 10 (e.g., FIGS. 1A and 3). With reference to FIGS.
1A-10, the weight distribution apparatus 1000 may include
balance tracks 1040 extending laterally from a central region
1015 of the drone 20. The balance track 1040 may be
configured to receive a repositionable weight 1050 for
adjusting the center of mass. The drone 20 may include four
propellers 125 (i.e., a quad-copter) driven by air propulsion
units (e.g., 120 in FIG. 1A). Extension arms supporting the
propellers 125 may form the balance tracks 1040 (e.g., 130
in FIGS. 1A-2B and 4-6B). Pairs of the balance tracks 1040
extend away from one another and the central region 1015
of the drone 20 along an axis 1035 common to both balance
tracks 1040. In addition, the balance tracks 1040 form an
H-frame structure. In this way, a first pair of the balance
tracks 1040 along with a corresponding first pair of the axis
1035 (e.g., on the right side in FIG. 10) extend parallel to a
second pair of the balance tracks 1040 and a corresponding
second pair of the axis 1035 (e.g., on the left side in FIG.
10). The balance tracks 1040 include a plurality of weight-
balance fixation positions distributed continuously along
each of the axes 1035. In this way, the repositionable weight
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1050 may be repositionable (e.g., by sliding or being
removed and re-secured in another position) along the
balance track 1040.

With reference to FIGS. 1A-10, in various embodiments
the repositionable weights (e.g., 150, 250, 450, 550, 650,
750, 850, 950, 1050) may be fluid weights formed by a fluid
or semi-solid substance that can be pumped or redistributed
within a piping system in order to adjust the center of gravity
of the drone. In such embodiments, the balance tracks may
be in the form of tubing or an inner conduit for conveying
the fluid about the frame. A pump (not shown) may move
(i.e., reposition) some or all of the fluid in order to redis-
tribute weight along a particular balance track. For example,
the pump may be configured to push the fluid toward an
inner part of the balance track, an outer part of the balance
track, somewhere in-between, or evenly distributed across
the extent of the balance track. Each balance track may have
a separate pump or multiple balance tracks may share a
pump. A semi-solid substance may include a liquid or gas
and numerous solid elements, such as pellets or ball bear-
ings, contained within. For example, a distribution of ball
bearings may be changed using pressurized air. Alterna-
tively, the repositionable weights may include such numer-
ous small solid elements (e.g., ball bearings) that are moved
with magnetic forces or mechanical elements.

FIG. 11 is a perspective view of a drone 21 that includes
a weight distribution apparatus 1100 for adjusting a center of
mass according to various embodiments. In various embodi-
ments, the drone 21 and/or components thereof may gener-
ally correspond to the drone 10 (e.g., FIGS. 1A and 3). With
reference to FIGS. 1A-11, in various embodiments, the
weight distribution apparatus 1100 may include extension
arms 1130 that are separate from balance tracks 1140. The
balance tracks 1140 extend laterally from a central region
1115 of the drone 21. The balance tracks 1140 may be
configured to receive a repositionable weight 1150 for
adjusting the center of mass. The drone 21 may include four
propellers 125 (i.e., a quad-copter) driven by air propulsion
units (e.g., 120 in FIG. 1A). The extension arms 1130
support the propellers 125. The balance tracks 1140 also
include a plurality of weight-balance fixation positions dis-
tributed continuously along each axis 1145 common to and
extending longitudinally across two opposed extension
arms. One or more of the repositionable weights 1150 may
be removably secured along one or more of the balance
tracks 1140. Each of the repositionable weights 1150 may be
disposed a different distance from the central region 1115 of
the drone 21 in order to achieve a desired balance adjust-
ment. As an optional alternative, the balance tracks 1140
may be configured to rotate about a vertical central axis or
central region 1115 of the drone 21 (“up” or “down” relative
to the perspective view in FIG. 11).

FIG. 12 is a perspective view of a drone 22 that includes
a weight distribution apparatus 1200 for adjusting a center of
mass according to various embodiments. In various embodi-
ments, the drone 22 and/or components thereof may gener-
ally correspond to the drone 10 (e.g., FIGS. 1A and 3). With
reference to FIGS. 1A-12, in such embodiments, the weight
distribution apparatus 1200 may include balance tracks 1240
extending laterally from a central region 1215 of the drone
21. The balance tracks 1240 may be configured to receive a
repositionable weight 1250 for adjusting the center of mass.
In addition, the balance tracks 1240 may change length (i.e.,
retract or extend) for repositioning the repositionable weight
1250. The drone 21 may include four propellers 125 driven
by air propulsion units (e.g., 120 in FIG. 1A). Extension
arms 1230 supporting the propellers 125 are separate from
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the balance tracks 1240. The balance tracks 1240 include a
plurality of weight-balance fixation positions corresponding
to different lengths of the balance tracks 1240, which may be
changed. In this embodiment, the length of each balance
track 1240, along an axis 1245 extending away from the
central region 1215, may be shortened or lengthened in order
to change the position of the repositionable weight 1250.
Each of the repositionable weights 1250 may be retracted or
extended to a different relative distance from the central
region 1215 of the drone 21 in order to achieve a desired
balance adjustment. As an optional alternative, the balance
tracks 1240 may be configured to rotate about a vertical
central axis or central region 1215 of the drone 21 (“up” or
“down” relative to the perspective view in FIG. 12).

FIG. 13 A is a perspective view of a drone 23 that includes
a weight distribution apparatus 1300 for adjusting a center of
mass according to various embodiments. FIG. 13B is a side
view of the drone in FIG. 13A. In various embodiments, the
drone 23 and/or components thereof may generally corre-
spond to the drone 10 (e.g., FIGS. 1A and 3). With reference
to FIGS. 1A-13B, in various embodiments, the weight
distribution apparatus 1300 may include balance tracks 1340
extending laterally from a central region 1315 of the drone
23. The balance track 1340 may be configured to receive a
repositionable weight 1350 for adjusting the center of mass.
The drone 23 may include eight propellers 1325 (i.e., an
octo-copter) driven by air propulsion units 1320. Extension
arms 1330 form an oblong frame structure supporting the
propellers 1325 on an inside of the frame structure and the
balance tracks 1340 along the outside of the frame structure.
The balance tracks 1340 extend away from the central
region 1315 and form an H-frame structure in this embodi-
ment, with a first one of the balance tracks 1340 (e.g., on the
top left in FIG. 13A) extending parallel to a second one of
the balance tracks 1340 (e.g., on the bottom right in FIG.
13A).

The balance tracks 1340 may be formed as a loop that
may be continuous, segmented with gaps, or linked together
like chain links. In addition, the balance tracks 1340 may
form a thick flat band, a more bulky tread (e.g., a tank tread),
a combination thereof, or another form. The balance tracks
1340 may be configured to circulate around the extension
arms 1330, which changes a position of one or more of the
repositionable weights 1350. One or more rotational sup-
ports 1345 (see FIG. 13B) may be motorized for rotating the
balance track 1340 supported thereon. In addition, an
onboard processor (e.g., located in the central region 1315)
may control the motorized rotation of the rotational supports
1345. In this embodiment, the processor may control the
rotation of each of the balance tracks 1340 to change one or
more of the repositionable weights 1350 into a different one
the plurality of weight-balance fixation positions for balanc-
ing the drone 23.

The repositionable weights 1350 may be removably
secured to a surface of the balance track 1340 (e.g., facing
outwardly or facing the rotational supports 1345), such as
with a fastening mechanism (e.g., 655 in FIG. 6). This
enables a position of the repositionable weight 1350 on the
balance track 1340 to be changed or one or more reposi-
tionable weights 1350 removed (e.g., dropped) or added.
Alternatively, the repositionable weights 1350 may be
embedded in the balance track 1340, such as between layers.

Optionally, movement of the drone 23 when landed may
be provided using the balance tracks 1340 like tank treads.
In such embodiments, the balance tracks 1340 may provide
direct engagement with a surface, like the ground or a wall,
for movement there along. When used for ground move-
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ment, the rotation of the balance tracks 1340 may leave the
repositionable weights 1350 in an unbalanced position.
Thus, prior to or after lift-off, the processor may activate one
or more actuators to move the repositionable weights 1350
into a more desirable one of the plurality of weight-balance
positions to achieve a desired balance adjustment. In addi-
tion, the repositioning of the repositionable weights 1350 for
repositioning the center of mass of the drone 23 may be
performed in stages. For example, a preliminary adjustment
may be performed before lift-off and a secondary adjustment
may be performed after lift-off.

FIG. 14A illustrates a method 1400 for adjusting a center
of' mass of a drone (e.g., 10 in FIGS. 1A and 3 and 17-23 in
FIGS. 7-13B) using a weight distribution apparatus (e.g.,
100, 200, 400, 500, 600, 700, 800, 900, 1000, 1100, 1200,
1300 in FIGS. 1-13B) according to various embodiments.
With reference to FIGS. 1-14A, operations of the method
1400 may be performed by a drone control unit (e.g., 255 in
FIGS. 2B and 3) or other computing device, and one or more
actuators (e.g., motor assembly 567 in FIG. 5B) for chang-
ing the weight-balance fixation position of one or more
repositionable weights (e.g., 550 in FIGS. 5A and 5B).

In block 1410, the processor (e.g., the processor 320 in the
control unit 255 or processor 302 in the remote communi-
cation device 300) may receive a weight-distribution input
(e.g., via the bi-directional wireless link 355) relating to
balancing the drone. The weight-distribution input may be
received from a remote source, such as through wireless
communications (e.g., via an onboard antenna 257), from an
onboard sensor (e.g., via input module 340), from onboard
components (e.g., via the input module 340 using the same
or a different input port as the onboard sensor), or manually
from a user or operator of the drone. For example, the
weight-distribution input may be an activation signal sent
from the operator (e.g., through a remote user interface on
the remote communication device 300 or through a user
interface on the drone). The weight-distribution input may
include raw data, such as one or more values corresponding
to rotational forces in a pitch, yaw, or roll direction from
existing imbalances. Alternatively, the weight-distribution
input may include processed data indicating one of the
plurality of weight-balance fixation positions at which one
or more of the repositionable weights should be in order to
achieve a desired balance adjustment for the drone, such as
based on current payload positions. As a further alternative,
the weight-distribution input may include a combination of
raw and processed data.

The processor may receive the weight-distribution input
in response to an initial or changed weight-distribution
balance profile for the drone. In addition, changes to the
weight-distribution balance profile that generate a new
weight-distribution input may result from the release, addi-
tion, or repositioning of payloads. In this way, the weight-
distribution input may be received before the drone takes
flight, during a flight from one location to another (e.g., a
mid-air drop-off/pick-up of payload), after landing but
before a subsequent flight, or other suitable time. Alterna-
tively, the processor may receive the weight-distribution
input during flight (e.g., just after take-off) in order to make
refinements or any needed adjustments to the weight-distri-
bution balance profile under real flight conditions (i.e., an
active system making dynamic adjustments). Mid-air adjust-
ments may be used not only to adjust for weight of an added
or released payload, but may also adjust for changes in
aerodynamic profile, shifting of payload or payload con-
tents, consumption of fuel during the flight, and/or changing
external forces, such as turbulence (e.g., attitude adjustment
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as part of flight control) or weather conditions (e.g., pre-
cipitation, wind, etc.). In this way, the processor may pro-
vide an active system that continually makes adjustments for
weight and balance as needed.

In block 1420, a processor (e.g., processor 320 in the
control unit 255 or processor 302 in the remote communi-
cation device 300) may determine a weight-distribution
balance profile for the drone. The processor may determine
the weight-distribution balance profile at any time, including
before the drone lifts-off, after lift-off, mid-fight, or after
landing. The weight-distribution balance profile may include
appropriate balance adjustments needed to balance the air-
frame in view of the received weight-distribution input. For
example, the processor may access a memory (e.g., memory
321) in which the current positions of any repositionable
weights are stored. In addition, based on the weight-distri-
bution input received in block 1410, the processor may
determine in which one(s) of the plurality of weight-balance
fixation positions one or more repositionable weights should
be positioned in order to achieve the desired balance adjust-
ment for the drone. For example, received raw data may
reflect a rotational force imbalance in one or more of pitch,
yaw, or roll rotational directions. Based on the rotational
force imbalance, the processor may determine how the
repositionable weights should be positioned in order to
achieve balance and eliminate the rotational force imbal-
ance. Thus, comparing the current weight-balance fixation
positions to the weight-balance fixation positions needed for
balance, the processor may determine whether any of the
repositionable weights need to be moved to balance the
drone. In addition, the processor may determine the activa-
tion signals needed to activate an actuator to move one or
more of the repositionable weights to the appropriate posi-
tions for achieving the desired balance adjustment. Alterna-
tively, the processor may receive manual controls, from an
operator, that include or translate into the activation signals.

In determination block 1430, the processor may deter-
mine whether any of the repositionable weights should be
repositioned in order to implement the weight-distribution
balance profile to achieve the desired balance adjustment for
the drone. In response to determining that at least one of the
repositionable weights needs to be repositioned in order to
implement the weight-distribution balance profile (i.e.,
determination block 1430="Yes”), the processor may cause
an actuator to reposition at least one of the repositionable
weights in block 1440. Repositioning the repositionable
weight may include moving the repositionable weight along
a balance track, changing a length of a balance track, and/or
rotating the balance track as described. Alternatively, repo-
sitioning the repositionable weight may include releasing the
repositionable weight for removal (e.g., activating an actua-
tor allowing the repositionable weight to be removed or
separate from the drone, such as dropping to the ground). In
response to determining that none of the repositionable
weights needs to be repositioned in order to implement the
weight-distribution balance profile (i.e., determination block
1430="“No"), the control unit may repeat the operations of
the method 1400, waiting to receive further weight-distri-
bution inputs in block 1410.

In block 1440, the processor may cause one or more
actuators to reposition one or more repositionable weights
according to the weight-distribution balance profile. For
example, the processor may cause an actuator (e.g., motor
assembly 567) to move or release a repositionable weight
(e.g., 150, 250, 450, 550, 650, 750, 850, 950, 1050, 1150,
1250, 1350). In various embodiments, the actuator may
move the repositionable weight along a balance track (e.g.,
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140, 240, 440, 540, 640, 740, 840, 941, 942, 1040, 1140,
1240, 1340), change a length of the balance track, and/or
rotate the balance track to reposition the repositionable
weight. The processor may achieve a desired new position
for the repositionable weight by activating the actuator(s)
(e.g., motor assembly 567) for a determined time sufficient
to reach the desired new position. Alternatively, the proces-
sor may start the actuator(s) and await sensor feedback
indicating the repositionable weight has reached the desired
new position or that the drone is now balanced. As a further
alternative, the start and stop of actuators may be controlled
remotely (e.g., through wireless communications). For
example, after the processor causes the actuator to start
moving, following receipt of remote instructions to do so,
the processor may await further remote instructions to stop
movement caused by the actuator. The control unit may
repeat the operations of the method 1400 following the
trigger of the actuator(s) in block 1440, receiving further
weight-distribution inputs in block 1410.

FIG. 14B illustrates an alternative method 1450 for
adjusting a center of mass of a drone (e.g., 10 in FIGS. 1A
and 3 and 17-23 in FIGS. 7-13B) using a weight distribution
apparatus (e.g., 100, 200, 400, 500, 600, 700, 800, 900,
1000, 1100, 1200, 1300 in FIGS. 1-13B) according to
various embodiments. With reference to FIGS. 1-14A,
operations of the method 1450 may be performed by a drone
control unit (e.g., 255 in FIGS. 2B and 3) or other computing
device, and one or more actuators (e.g., motor assembly 567
in FIG. 5B) for changing the weight-balance fixation posi-
tion of one or more repositionable weights (e.g., 550 in
FIGS. 5A and 5B).

In the method 1450, the processor (e.g., processor 320 in
the control unit 255 or processor 302 in the remote com-
munication device 300) may perform the operations of
blocks 1410-1430 as described for like numbered blocks of
the method 1400. In block 1452, the processor may output
a signal for repositioning the repositionable weight(s)
according to weight-distribution balance profile. The output
signal may cause an actuator to operate as described with
regard to the method 1450, or communicate information to
another processor or device (onboard and/or remote from the
drone). Information communicated by the output signal may
be stored (e.g., in memory) and/or used immediately. For
example, an output signal may cause an indicator to indicate
that a repositionable weight should be repositioned. The
indicator may provide a visual indication (e.g., a diode that
lights or a display screen presenting information), an audible
indication (e.g., a sound or audible instructions), vibrations,
and/or another indication. Indications provided by the indi-
cator may be relatively simple, such as by having a light turn
on or off, or provided by sounding an alarm. Indications
provided by the indicator may alternatively or additionally
provide more detailed information, such as information that
may inform an operator about how to reposition the
weight(s) according to weight-distribution balance profile.
For example, the indicator may indicate that a repositionable
weight should be moved, added, or removed. Similarly, the
indicator may indicate that a length of a balance track should
be changed and/or the balance track rotated. In embodiments
in which information is sent in a data signal to another
processor, the data signal may include information for the
other processor to cause the indicator to inform or to
otherwise instruct an operator about how to reposition the
weight(s) according to weight-distribution balance profile.
For example, a remote user control component (e.g., remote
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communication device 300) may receive the data signal and
activate a remote indicator that conveys information to a
user.

In some embodiments, the processor may output the
signal (e.g., via the output module 345 or the onboard
antenna 257 and the bi-directional wireless link 355) when
moving around repositionable weights alone will not
achieve balance. For example, the processor cause the
indicator to display a message to an operator (e.g., on an
onboard or remote display) indicating that one or more
repositionable weights need to be added to and/or removed
from the drone in order to achieve the desired balance
adjustment.

The output provided by the drone processor in block 1452
may also be an output to another processor (either onboard
or remote from the drone) to enable or prompt that other
processor to perform further adjustments to the weight-
distribution balance profile. For example, the output may be
to a processor on the drone that controls an actuator that is
configured to move the repositionable weights. As another
example, the output may be to a processor on the ground,
such as a service or support robot or machine on or near a
drone launch pad, which may be configured to automatically
adjust the position of the repositionable weights in response
to the output signal. As a further example, the output may be
to a processor of a packaging and handling facility that is
configured to assemble a payload package based on infor-
mation contained within the output signal before the payload
is delivered to the drone for pickup.

The control unit may repeat the operations of the method
1450 following the output in block 1452, receiving further
weight-distribution inputs in block 1410.

The foregoing method descriptions and the process flow
diagrams are provided merely as illustrative examples and
are not intended to require or imply that the steps of the
various embodiments must be performed in the order pre-
sented. As will be appreciated by one of skill in the art the
order of operations in the foregoing embodiments may be
performed in any order. Words such as “thereafter,” “then,”
“next,” etc. are not intended to limit the order of the
operations; these words are used to guide the reader through
the description of the methods. Further, any reference to
claim elements in the singular, for example, using the
articles “a,” “an” or “the” is not to be construed as limiting
the element to the singular.

The various illustrative logical blocks, modules, circuits,
and algorithm operations described in connection with the
embodiments disclosed herein may be implemented as elec-
tronic hardware, computer software, or combinations of
both. To clearly illustrate this interchangeability of hardware
and software, various illustrative components, blocks, mod-
ules, circuits, and operations have been described above
generally in terms of their functionality. Whether such
functionality is implemented as hardware or software
depends upon the particular application and design con-
straints imposed on the overall system. Skilled artisans may
implement the described functionality in varying ways for
each particular application, but such implementation deci-
sions should not be interpreted as causing a departure from
the scope of the claims.

The hardware used to implement the various illustrative
logics, logical blocks, modules, and circuits described in
connection with the aspects disclosed herein may be imple-
mented or performed with a general purpose processor, a
digital signal processor (DSP), an application specific inte-
grated circuit (ASIC), a field programmable gate array
(FPGA) or other programmable logic device, discrete gate or
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transistor logic, discrete hardware components, or any com-
bination thereof designed to perform the functions described
herein. A general-purpose processor may be a microproces-
sor, but, in the alternative, the processor may be any con-
ventional processor, controller, microcontroller, or state
machine. A processor may also be implemented as a com-
bination of receiver smart objects, e.g., a combination of a
DSP and a microprocessor, a plurality of microprocessors,
one or more microprocessors in conjunction with a DSP
core, or any other such configuration. Alternatively, some
operations or methods may be performed by circuitry that is
specific to a given function.

In one or more exemplary aspects, the functions described
may be implemented in hardware, software, firmware, or
any combination thereof. If implemented in software, the
functions may be stored as one or more instructions or code
on a non-transitory computer-readable storage medium or
non-transitory processor-readable storage medium. The
operations of a method or algorithm disclosed herein may be
embodied in a processor-executable software module, which
may reside on a non-transitory computer-readable or pro-
cessor-readable storage medium. Non-transitory computer-
readable or processor-readable storage media may be any
storage media that may be accessed by a computer or a
processor. By way of example but not limitation, such
non-transitory computer-readable or processor-readable
storage media may include RAM, ROM, EEPROM, FLASH
memory, CD-ROM or other optical disk storage, magnetic
disk storage or other magnetic storage smart objects, or any
other medium that may be used to store desired program
code in the form of instructions or data structures and that
may be accessed by a computer. Disk and disc, as used
herein, includes compact disc (CD), laser disc, optical disc,
digital versatile disc (DVD), floppy disk, and blu-ray disc
where disks usually reproduce data magnetically, while
discs reproduce data optically with lasers. Combinations of
the above are also included within the scope of non-transi-
tory computer-readable and processor-readable media.
Additionally, the operations of a method or algorithm may
reside as one or any combination or set of codes and/or
instructions on a non-transitory processor-readable storage
medium and/or computer-readable storage medium, which
may be incorporated into a computer program product.

The preceding description of the disclosed embodiments
is provided to enable any person skilled in the art to make
or use the claims. Various meodifications to these embodi-
ments will be readily apparent to those skilled in the art, and
the generic principles defined herein may be applied to other
embodiments without departing from the spirit or scope of
the claims. Thus, the present invention is not intended to be
limited to the embodiments shown herein but is to be
accorded the widest scope consistent with the following
claims and the principles and novel features disclosed
herein.

What is claimed is:

1. A weight distribution apparatus for adjusting a center of

mass of a drone, comprising:

a first balance track extending outwardly from a central
region of the drone, wherein the first balance track
includes a plurality of predetermined weight-balance
fixation positions; and

a repositionable weight configured to be secured at any
one of the plurality of predetermined weight-balance
fixation positions.
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2. The weight distribution apparatus of claim 1, wherein
the repositionable weight is slidable along the first balance
track between the plurality of predetermined weight-balance
fixation positions.

3. The weight distribution apparatus of claim 1, wherein
the first balance track is disposed on an extension arm of the
drone, the extension arm extending laterally from the central
region, wherein a distal end of the extension arm supports an
air propulsion unit.

4. The weight distribution apparatus of claim 3, wherein
the repositionable weight wraps around at least a portion of
the extension arm using an essential structural shape of the
extension arm as the first balance track.

5. The weight distribution apparatus of claim 3, wherein
the plurality of predetermined weight-balance fixation posi-
tions comprise a series of apertures extending through the
extension arm.

6. The weight distribution apparatus of claim 1, wherein
the repositionable weight is configured to ride along guide
elements included on the first balance track.

7. The weight distribution apparatus of claim 1, wherein
the repositionable weight includes an electronic component.

8. The weight distribution apparatus of claim 7, wherein
the electronic component comprises at least one of an energy
cell, an actuator, an indicator, a circuit element, a sensor, and
a camera.

9. The weight distribution apparatus of claim 7, further
comprising:

a control unit configured to activate the electronic com-
ponent, wherein the control unit is fixed to the reposi-
tionable weight.

10. The weight distribution apparatus of claim 7, further

comprising:

a control unit configured to activate the electronic com-
ponent, wherein the control unit is remote from the
repositionable weight.

11. The weight distribution apparatus of claim 7, further
comprising a control unit configured to activate the elec-
tronic component, wherein the control unit comprises:

a radio frequency transceiver, and

aprocessor coupled to the radio frequency transceiver and
configured with processor-executable instructions to
activate a movement of the repositionable weight from
a first one of the plurality of predetermined weight-
balance fixation positions to a second one of the
plurality of predetermined weight-balance fixation
positions in response to receiving an activation signal
via the radio frequency transceiver.

12. The weight distribution apparatus of claim 1, wherein
the repositionable weight is removably secured to at least
one of the plurality of predetermined weight-balance fixa-
tion positions.

13. The weight distribution apparatus of claim 12,
wherein the plurality of predetermined weight-balance fixa-
tion positions are evenly distributed along a longitudinal
extent of the first balance track.

14. The weight distribution apparatus of claim 1, further
comprising:

a second balance track extending outwardly from the

central region along a second axis that is different from
a first axis of the first balance track.

15. The weight distribution apparatus of claim 14,
wherein the first axis intersects the second axis at a non-
orthogonal angle.

16. The weight distribution apparatus of claim 14, further
comprising:
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a third balance track extending away from the central
region along a third axis that is different from both the
first axis and the second axis.

17. The weight distribution apparatus of claim 14,

wherein the first axis is parallel to the second axis.

18. The weight distribution apparatus of claim 14,
wherein the first and second axes are not parallel to exten-
sion arms supporting rotors of the drone.

19. The weight distribution apparatus of claim 1, wherein
the first balance track is configured to change length for
changing the repositionable weight from a first one of the
plurality of predetermined weight-balance fixation positions
to a second one of the plurality of predetermined weight-
balance fixation positions.

20. The weight distribution apparatus of claim 1, wherein
the first balance track is configured to rotate about a vertical
central axis of the drone.

21. The weight distribution apparatus of claim 1, wherein
the drone is a multi-rotor helicopter.

22. The weight distribution apparatus of claim 1, wherein
in response to a change in a weight-distribution balance
profile of the drone, in which a payload is added to or
removed from the drone, the plurality of weight-balance
fixation positions are arranged such that repositioning of the
repositionable weight to a different one of the plurality of
predetermined weight-balance fixation positions restores the
weight-distribution balance profile.

23. The weight distribution apparatus of claim 1, wherein
the plurality of weight-balance fixation positions are
arranged such that changing the repositionable weight from
a first one of the plurality of predetermined weight-balance
fixation positions to a second one of the plurality of prede-
termined weight-balance fixation positions changes the cen-
ter of mass of the drone.

24. A method of adjusting a center of mass of a drone,
comprising:

receiving, in a processor, a weight-distribution input relat-
ing to balancing the drone, wherein a first balance track
extends outwardly from a central region of the drone
and a first repositionable weight is configured to be
secured at any one of a plurality of predetermined
weight-balance fixation positions included in the first
balance track;

determining, in the processor, a weight-distribution bal-
ance profile based on the weight-distribution input;

determining, in the processor, whether the first reposi-
tionable weight should be repositioned;

outputting a signal from the processor to an actuator
included on the drone, in response to determining that
the first repositionable weight should be repositioned,
for repositioning the first repositionable weight accord-
ing to the weight-distribution balance profile; and

changing, by the actuator, a position of the first reposi-
tionable weight on the first balance track according to
the determined weight-distribution balance profile in
response to receiving the signal.

25. The method of claim 24, wherein the first reposition-

able weight is an electronic component.

26. The method of claim 25, wherein the electronic
component is at least one of an energy cell, the actuator, an
indicator, a circuit element, a sensor, and a camera.

27. The method of claim 24, wherein the weight-distri-
bution input is received from a remote source.

28. The method of claim 24, wherein the signal causes the
actuator to release the first repositionable weight for removal
from the first balance track in order to conform to the
weight-distribution balance profile.
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29. The method of claim 24, wherein the signal causes the
actuator to move the first repositionable weight along the
first balance track between the plurality of predetermined
weight-balance fixation positions.

30. The method of claim 24, wherein the signal causes the
actuator to change a length of the first balance track in order
to reposition the first repositionable weight from a first one
of the plurality of predetermined weight-balance fixation
positions to a second one of the plurality of predetermined
weight-balance fixation positions.

31. The method of claim 24, wherein the signal causes the
actuator to rotate the first balance track about a vertical
central axis of the drone in order to change the first repo-
sitionable weight from a first one of the plurality of prede-
termined weight-balance fixation positions to a second one
of the plurality of predetermined weight-balance fixation
positions.

32. The method of claim 24, wherein the drone is a
multi-rotor helicopter.

33. The method of claim 24, wherein the first reposition-
able weight is a payload temporarily carried by the drone.

34. The method of claim 24, further comprising:

repositioning the first repositionable weight to a different

one of the plurality of predetermined weight-balance
fixation positions in response to a change in the weight-
distribution balance profile of the drone from a payload
being added to or removed from the drone, wherein the
plurality of predetermined weight-balance fixation
positions are arranged such that repositioning the first
repositionable weight restores the weight-distribution
balance profile.

35. The method of claim 24, further comprising:

repositioning the first repositionable weight from a first

one of the plurality of predetermined weight-balance
fixation positions to a second one of the plurality of
predetermined weight-balance fixation positions,
wherein the plurality of predetermined weight-balance
fixation positions are arranged such that repositioning
the first repositionable weight changes the center of
mass of the drone.

36. The method of claim 24, wherein the signal causes an
indicator to indicate that the first repositionable weight
should be repositioned.

37. The method of claim 36, wherein the signal causes the
indicator to indicate that the first repositionable weight
should be moved along the first balance track between the
plurality of predetermined weight-balance fixation posi-
tions.

38. The method of claim 36, wherein the signal causes the
indicator to indicate that the first repositionable weight
should be removed from the first balance track in order to
conform to the weight-distribution balance profile.

39. The method of claim 36, wherein the signal causes the
indicator to indicate that a second repositionable weight
should be added in order to conform to the weight-distri-
bution balance profile.
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40. The method of claim 36, wherein the signal causes the
indicator to indicate that a length of the first balance track
should be changed in order to change the first repositionable
weight from a first one of the plurality of predetermined
weight-balance fixation positions to a second one of the
plurality of predetermined weight-balance fixation posi-
tions.

41. The method of claim 36, wherein the signal causes the
indicator to indicate that the first balance track should be
rotated about a vertical central axis of the drone in order to
change the first repositionable weight from a first one of the
plurality of predetermined weight-balance fixation positions
to a second one of the plurality of predetermined weight-
balance fixation positions.

42. The method of claim 36, wherein the indicator is on
the drone.

43. The method of claim 36, wherein the indicator is
remote from the drone.

44. A weight distribution apparatus for adjusting a center
of mass of a drone, comprising:

means for providing a plurality of predetermined weight-
balance fixation positions, wherein the means for pro-
viding the plurality of predetermined weight-balance
fixation positions comprises a first balance track
extending outwardly from a central region of the drone,
wherein the first balance track includes a plurality of
predetermined weight-balance fixation positions;

a first repositionable weight configured to be secured at
any one of the plurality of predetermined weight-
balance fixation positions;

means for receiving a weight-distribution input relating to
balancing the drone;

means for determining a weight-distribution balance pro-
file based on the weight-distribution input;

means for outputting a signal, in response to determining
the weight-distribution balance profile, to reposition the
first repositionable weight according to the weight-
distribution balance profile; and

means for changing a position of the first repositionable
weight on the first balance track according to the
determined weight-distribution balance profile in
response to receiving the signal.

45. The weight distribution apparatus of claim 7, wherein
the repositionable weight is configured to perform a function
using the electronic component in addition to adjusting the
center of mass of the drone.

46. The method of claim 24, wherein the repositionable
weight is configured to perform a function using the elec-
tronic component in addition to adjusting the center of mass
of the drone.

47. The weight distribution apparatus of claim 44,
wherein the repositionable weight is configured to perform
a function using the electronic component in addition to
adjusting the center of mass of the drone.
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